If you are using a printed copy of this procedure, and not the on-screen version, then you MUST make
sure the dates at the bottom of the printed copy and the on-screen version match.

The on-screen version of the Collider-Accelerator Department Procedure is the Official Version.
Hard copies of all signed, official, C-A Operating Procedures are kept on file in the C-A ESHQ
Training Office, Bldg. 911A.
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AGS Ring Lockout-Tagout Supplementary Checklist - Restricted Access; Power Supply Group

GROUP Power Supply Supervisor _M. Bannon
Date (tag applied) Time
RAP (print name)(applier) Life #
SPEC (print name)(applier) Life #
Date (tag removed) Time
RAP (print name)(remover) Life #
SPEC(print name)(remover) Life #
Energy Control Device Lock # Tag # RAP SPEC RAP SPEC
On On Off Off
930UU
BAF RPI11
BAF RD13

Bldg. 911A RM115A

Woods Metal PP4-32

* AGS Ring Check-Off

A-1473-K11

B-1474-K11

C-1475-K11

D-1476-K11

E-1477-K12

F-1478-K11

G-1479-K11

H-1480-K11

1-1481-K11

J-1482-K11

K-1483-K112

L-1484-K11

* Observe at each woodsmetal relay enclosure that this relay is off.

C-A-OPM-ATT 2.6.4.g (Y) 2 Revision 01
July 26, 2002



	AGS Ring Lockout-Tagout Supplementary Checklist - Restricted Access;  Power Supply Group

